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        Site Pressure/Leak Test Certificate

	Client:
	Chiller #:

	
	

	Location:
	

	
	

	Contract No.:
	

	
	

	Refer to Pressure Test instructions contained in the IOM manual.

	
	

	Required/Design Test Pressure

	
	

	High Side:
	                      100
	PSIG/KPA

	
	
	

	Low Side:
	                      100
	PSIG/KPA

	
	

	
	

	Actual Test Pressure
	

	
	High Side
	Low Side

	
	
	
	
	
	

	Date and Time
	 
	
	PSIG/KPA
	
	PSIG/KPA

	
	
	
	
	
	

	Date and Time
	
	
	PSIG/KPA
	
	PSIG/KPA

	
	

	
	

	Pressure loss corrected
	

	for temperature
	
	
	
	

	change over:
	
	hrs
	
	PSIG/KPA
	
	PSIG/KPA

	
	

	
	

	NOTE:
Test factory chiller and piping at 100 psig.                    Refrigerant Type:

	* Pressure test is used only as a tool for finding leaks. The vacuum test is the only way to verify the chiller and piping is leak free.
	

	
	

	
	

	Signed
	
	Print
	
	Customer Rep

	
	
	
	
	

	
	
	
	
	

	Signed
	
	Print
	
	JCI/YORK Rep

	
	

	
	
	

	
	Date:
	
	

	
	
	


