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SECTION 3 - UNIT INSTALLATION


GENERAL FIELD ERECTION INSTRUCTIONS

INSTRUCTIONS TO ERECTING ENGINEER
560D0124

PRESTART UP AND START UP SUMMARY CHECK LIST

SETTING A PROCESS PACKAGE BASE

FIELD REFRIGERANT PIPING BY CUSTOMER

LOW TEMPERATURE OPERATIONS

EQUIPMENT LIST

GENERAL ARRANGEMENT DRAWING
569D2540

PRS PACKAGE RIGGING DIAGRAM
BA-18004

SHIP LOOSE BILL OF MATERIALS

24” INTERCONNECTING PIPING DRAWING
569C1621

16” INTERCONNECTING PIPING DRAWING
569C1622

12” INTERCONNECTING PIPING DRAWING
569C1623

SYSTEM SHIPPED LOOSE DRAWINGS
Note: Shipped loose BOM for each drive line may differ slightly to include items like additional tags and nameplates, and a HART communicator.  Typically these items are shipped loose with the first package.

PARTS REMOVED FOR SHIPMENT BOM
569D2540G99

UNPRICED SPARE PARTS LIST (STARTUP & COMMISSIONING)*

UNPRICED SPARE PARTS LIST (LONG TERM)*

UNPRICED SPARE PARTS LIST (OIL)*
*Note:
Some parts shown in the standard manufacturer’s bulletins are superceded by special parts listed in the Equipment List and special Spare Parts List.  When ordering parts, provide sales order number (E.G. 294100), model number and serial number of compressor.

For Sales and Service, contact the local YORK office (refer to Cover Page).  When ordering replacement parts, make sure any requirement for special documentation (E.G. material certifications, etc.) are clearly stated on the purchase order. 
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