





	Customer:	 	Date:	


	Pump ID:	


	Pump (make & model):	 	S/N:	





Analysis Results





	Condition  The pump is in a Priority	1	2	3	condition. (See back for priority condition definitions.)


	Recommendations:	�																	


	Diagnosis:	�																	





Screening Results – Overall Amplitudes





	MOV	IPS	MDV	IPS	PIV	IPS	POV	IPS


	MOH	IPS	MDH	IPS	PIH	IPS	POH	IPS


	MOA	IPS	MDA	IPS	PIA  	IPS	POA	IPS


	


Corrective Results – Overall Amplitudes





	Screening levels after repairs:





	MOV	IPS	MDV	IPS	PIV	IPS	POV	IPS


	MOH	IPS	MDH	IPS	PIH	IPS	POH	IPS


	MOA	IPS	MDA	IPS	PIA	IPS	POA	IPS





		Check if pump was aligned.	Highest initial level		Final level		Reduced by	%








Analysis Performed By		Date	


Branch	


�



Priority�
Definition�
Solution�
�
1�
Definite problems exist.�
Correct problems immediately or at the nearest opportunity.  If left uncorrected, problems may cause machine failure and unscheduled downtime.�
�
2�
Possible problems exist.�
Monitor the vibration levels more frequently to establish a trend and determine if repairs should be made during next shutdown. Check inventory for repair parts.�
�
3�
Vibration levels are within acceptable limits.�
Monitor vibration levels on a regularly scheduled basis to establish a trend.�
�









�	Pump Vibration Report	�
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